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Legal Description (supplied by client)  
Lot 15, Block 3, VALLEY ESTATES, according to the 
recorded plat thereof, Hennepin County, Minnesota. 

Vara rriosh reltitonarrient 
	 40 

(optiional) 	 Engineering tabrio 

Metal or 
post or staio 

Note: Depending upon configuration, attach fahrt tu,  wits mesh with 
hernrtris, stee1 posiff with. tiff wires,. or wood posts with staptas_ 

Figura 6.3-2: 'Typical thaltaffOtioh for &It fence 

Legend 

• Found Iron Monument 

0 Set Iron Monument (LS 14700) 

x 000.0 Existing Elevation 

Drainage 

MAY  1 6 2013 

Benchmark:  
Top Nut of Hydrant located 
at 6212 Balder Lane 
Elevation = 880.91 
(NGVD29 - per City of Edina) 

Job Number: 	7545 

Book/Page: 	76/39 

Survey Date: 	4-02-13 

Drawing Name: eidsvold.dwg 

Drawn by 	KLB 

Revisions: 	4-13-13 (prop. addn.) 

SILT FENCE MUST BE 
INSTALLED PRIOR TO 

DISTURBING 
VEGETATION 

62oci 1319LD64 iv 72/442r 

O1 .  116.AI- t4--, 00 
Bearings based on assumed datum. 


	Page 1

